
9488-12: Lx Fused Plug-12

 
Collection:  Lx Components 

 

 

Polycarbonate fused plug with corrosion resistant contacts. Snaps
onto Lx cable and 9435 track or 9443 track/fascia for electrical
connection to fixture. Insert 18/2 SPT-1 or equal size cord into plug
and press in contacts. For use when installing fixtures with 18/2 AWG
cord on Class I system. Maximum wattage after fuse, 60w at 12v or
100w at 24v. UL and C-UL listed. 

  UPC #:785652948824

  Finish:   Black (12)   

Dimensions:
 
Length: 7/8"
Width: 3/4''
Height: 13/16''

Material List:
1 Body - Polycarbonate - Black 

Safety Listing:
 
Safety Listed for Dry Locations   
Safety Listed for Dry Locations   

Shipping Information:
Package Type Product # Quantity UPC Length Width Height Cube Weight Frt. Class UPS Ship
Individual 9488-12  1  785652948824  1 2.6 3 0.005 0.003 300 Yes
Master Pack 9488-12  5  10785652948821  1 5.5 2.7 0.009 0.015 300 Yes
Shipping Master 9488-12  500  20785652948828   13.75 14.25 13.75 1.559 1.5 300 Yes
NJ Pallet    24000    48 40 60 66.667 72 No
NV Pallet    24000    48 40 60 66.667 72 No

Sea Gull Lighting reserves the right to revise the design of components of any product due to parts availability or change in safety listing standards without assuming any obligation or liability to modify
any products previously manufactured and without notice. This literature depicts a product design that is the sole and exclusive property of Sea Gull Lighting . In compliance with U.S copyright and
patent requirements, notification is hereby presented in this form that this literature, or the product it depicts, is not to be copied, altered or used in any manner without the express written consent of,
or contrary to the best interests of Sea Gull Lighting ï¿½ A Generation Brands Company. 

Vist our web site at www.SeaGullLighting.com 
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