3.1 Before first use

|

. Remove all stickers and labels from the

kettle and clean the outside with a damp
cloth.

. Remove the scale filter behind the spout

and wash it under running water.

. Return the filter to the correct position.

. Remove the kettle from its base, press the

button to open the lid and fill it to the
maximum level.

. Close the lid again, place the kettle

down on its base and push the ON/
OFF lever down to turn it on.

6. Wait for the water to boil, then empty the
kettle, disposing of the boiling water
safely. Repeat this operation at least
three times.
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3.2 Operation
1. If necessary, shorten the length of the &

power cable by winding it under the
base.

2. Hold the kettle by its handle when
removing it from the base.




-2 Use

-

3. Press the button (1) to open the lid. 4. Fill the kettle with the required quantity of
water, referring to the marks on the level
indicator (2).

5. Close the lid again and place the kettle
back on its base.

6. Insert the plug into the power socket.



7. Push the lever (3) downwards to turn the
kettle on. The LED (4) will turn on and
become white.

NS

\

3

8. When the water boils, the lever will
automatically click into the up (OFF)
position and the LED will turn off.

9. Pick up the kettle by the handle and pour
the boiling water into the desired
recipient (cups, feapot etc.).




4 Cleaning and Care

4.1 Instructions

4.2 Maintenance

All service should be performed by an
authorized service representative.
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4.3 Cleaning the surfaces

To keep the kettle's outside surfaces in
good condition, they should be cleaned
regularly after use. Let them cool first.

4.4 Ordinary daily cleaning

Always use only products which do not
contain abrasive substances or chlorine-
based acids.

Pour the product onto a damp cloth and
wipe the surface, wipe clean thoroughly
and then dry with a soft cloth or a microfiber
cloth.

For cleaning the filter, see the section “4.5
Cleaning the filter”.




4.5 Cleaning the filter
3. Put the filter back in position behind the e

spout.

1. Open the lid and extract the filter.

2. Wash the filter under running water with
the aid of a soft brush.



4.6 Descaling

Regularly removing any deposits of scale
inside the kettle will prolong your kettle's life,
ensuring maximum performance and
energy savings.

The kettle can be descaled using specific
descaling products.

Leave the descaling product to act, then
rinse thoroughly. Then boil at least two full
kettles of water, disposing of the boiling
water safely, to remove any residue of the
product before use.

Alternatively, you can use common
household vinegar.

Proceed as follows:

1. Fill the kettle with water (1 liter /4 cups) and
boil i.

2. Add the white vinegar (from 0.11/0.42
cups to 0.5 1/2 cups depending on the
amount of scale).

3. Leave it to act overnight.

4. Empty the keffle.

5. Fill the kettle with water and boil it. Empty
the kettle, disposing of the water safely.
Repeat this operation at least twice.



4.7 What to do if...

Cleaning and Care

Problem

Cause

Solution

Pouring water becomes more

difficult

Scale build-up on filter

Check that the filter is clean
and correctly positioned

The kettle turns off before
boiling

The base of the kettle has
excessive scale build-up

Too little water has been
added to the kettle

Descale more frequently

Increase the quantity of
water until you reach at least
the minimum level

The appliance does not turn
on

The safety device has been
tripped due to the kettle
being operated without
water

The plug is not properly
inserted in the power socket

The cable is defective

There is no power

Let the kettle cool down
before attempting o boil
water again

Insert the plug info the power
socket. Do not use adaptors
or extensions.
Check that the house's main
breaker is on

Have the cable replaced af
an Authorised Service
Centre

Check that the house’s main
breaker is on




